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Silicone-free timing belt - free of substances that
damage paintwork

Bezsilikonové ozubene remeny bez
procesy lakovani.

Properties / Vlastnosti:

Temperature range from -20 °C to +100 °C, depending on application
Paint compatible

Silicon-free

Antistatic in accordance with 1SO 9563

Conditionally resistant to ol

atek narusujicich

Ozone-resistant HeaVY:BdUtY
Suitable for tropical climates CONTI® SYNCHROCOLOR CXP and
Resistant to aging CONTI® SYNCHROCOLOR CXA

Suitable for reverse flexing/reverse tensioning idlers
Maintenance-free

Teplotni odolnost v zavislosti na aplikaci od -20 °C do +100 °C
Vhodné pro pourziti v lakovnach
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Bez silikonu Profile Length range L, (mm)
Antistaticke pOdle ISO 9563 HTD 8M Color 480 - 2800
Podminena odolnost proti oleji T—— P ——

Odolnost proti ozonu

Vhodné pro tropické podnebi

Zvysend odolnost proti starnuti HTD CXP
Vhodné pro pouziti s vnéjsim ohybem / vnéjsimi napinacimi kladkami
Bez nutnosti Udrzby Profile Length range L, (mm)

HTD 8M Color CXP 480 - 2800
HTD 14M Color CXP | 966 - 3150

Polyamide fabric HTD CXA

Profile Length range L, (mm)
Synthetic rubber teeth

HTD 8M Color CXA 480 - 3408
HTD 14M Color CXA | 1190 - 4578

Tension member glass cord ( SYNCHROCOLOR/ CXP),
Aramid (CXA)

Synthetic rubber backing

SYNCHROCOLORHTD
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